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More options on the back to optimize your chair+

5

 FEATURES

Welding
508-00002
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FLEX II

BACKREST (502-00099)
√ High resilience Velva foam
√ ��Ergonomic padded backrest  

17.5’’W x 27’’H (44.45 cm W x 68.58 cm H)

SEAT (504-00033)
√ High resilience Velva foam
√ Profiled seat  18.5”W x 18”D x 4”H (46.99 cm W x 45.72 cm D 10 cm H)

BASE (500-00014)
√ Industrial steel of 17.25L” x 32”D(43.82 cm W x 81.28 cm D)

CASTERS (509-00001-4)
√ 3” (8cm) rubber casters (slow rolling)

MECHANISM
√ Backrest angle adjustment (0o à 90o )

Work surface height between 
20’’ & 40’’ (50 cm & 101 cm)

Welding chair for working in an upright position as 
well as in a backward tilted position close to the 
ground.

Recommended operating time: 8h to 12h/day

Maximum weight: 280 lbs (127 kg)

Covering specification
•	 Natural and durable suede-like material
•	 Doesn’t crack
•	 Spark resistant 
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ARMREST

B1 Standard adjustable armrest  (506-00003)

CASTERS

C1 Set of 3”(8cm) rubber casters with brake (slow rolling) for steel base (509-00002-5)

C2 Set of 3”(8cm) double rubber casters (fast rolling) for steel base (509-00003-5) 

C3 Set of 3”(8cm) double rubber casters with brake (fast rolling) for steel base (509-00004-5)

C4 Set of 3”(8 cm) thermoplastic casters (fast rolling) for steel base (509-00008-5)

BACKREST

A1 �ackrest with removable headrest (502-00119)

      Large format with lumbar support 16.75’’W x 23’’H (42.5 cm W x 58.4 cm H) 

      Adjustable headrest (adjustable height 4’’(10 cm), depth 3.5’’ (8.9 cm) 

P1 Extra lumbar support (513-00002)

P2 Memory foam (513-00001)

P3 7” x 12” (17.8 cm L x 30.4 cm H) tool compartment, left side installation only (506-00011)

A1

Specifications and illustrations are subjet to change without notice.


