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More options on the back to optimize your chair+
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 FEATURES

Welding
508-00008
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SF130

Welding chair for working in a seated position 
at desk height.

Recommended operating time: 0.5h to 1h/day

Work surface height between 
 25’’ to 30’’(63 cm & 76 cm)

Maximum weight : 280 lbs (127 kg)

Covering specification
•	 Natural and durable suede-like material
•	 Doesn’t crack
•	 Spark resistant 

BASE (500-00007)
√ 23” (58.5 cm) industrial steel

SEAT HEIGHT ADJUSTMENT(DMPA0362) 
√ Swivel cylinder  140 mm 17.5”-22.5” (44.5 cm  - 57 cm)

CASTERS / GLIDES (509-00001-5)
√ 3”(8cm) rubber casters (slow rolling)

MECHANISM (510-00005)
√ Seat height adjustement

SEAT (504-00011)
√ High resilience Velva foam
√ Profiled seat 12.5”W x 12”D x 2’’H (31.5 cm W x 30.5 cm D x 5 cm H)
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CASTERS / GLIDES

E1 Set of 3”(8cm) rubber casters with brake (slow rolling) for steel base (509-00002-5)

E2 Set of 3”(8cm) double rubber casters (fast rolling) for steel base (509-00003-5) 

E3 Set of 3”(8cm) double rubber casters with brake (fast rolling) for steel base (509-00004-5) 

E4 Set of 3”(8 cm) thermoplastic casters (fast rolling) for steel base (509-00008-5)

E5 Set of 2”(5cm) glides for steel base (509-00006-5)

E6 Set of 3”(8cm) glides for steel base (509-00017-5) 

E7 Set of 4”(10cm) glides for steel base (509-00007-5)

SEAT

A1 Profiled seat 17”W x 16”D x 3”H (43 cm W x 41 cm D x 8 cm H) (504-00015)

BASES

B1 Industrial bent steel base 25’’(63.5 cm) (500-00015)

B2 Industrial steel base with multi level footrest 28’’(71 cm) (500-00016)

SEAT HEIGHT ADJUSTMENT

C1 Swivel cylinder 80 mm 15.5”-18.5”(39 cm -47 cm ) (DMPA0366)

C2 Swivel cylinder 100 mm 16.5”-20.5”(42 cm -52 cm ) (DMPA0361) 

C3 Swivel cylinder 200 mm 19”-27”(48.26 cm -68.6 cm )(DMPA0363) 

C4 Swivel cylinder HD 100 mm 16.5”-20.5”(42 cm -52 cm ) (DMPA0736) 

C5 Swivel cylinder HD 140 mm 17.5”-22.5” (44.5 cm  - 57 cm) (DMPA0737) 

C6 Swivel cylinder HD 200 mm 19”-27”(48.26 cm -68.6 cm )(DMPA0738)

P1 �Tool compartment 19 3/4’’ (50.2 cm) (511-00005)

CYLINDER PROTECTOR

D1  Cylinder Protector 80 mm (511-00007-080)

D2  Cylinder Protector 100 mm (511-00007-100)

D3  Cylinder Protector 140 mm (511-00007-140) 

D4  Cylinder Protector 200 mm (511-00007-200)
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Specifications and illustrations are subjet to change without notice.


